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Extension Column 
Connectors 

The Peerless-AV® ACC109 and ACC109-W Extension Column Connectors allow two 
Peerless-AV EXT series extension columns to be joined together, enabling ceiling 
mount drops of up to 20' in flat panel and projector installations. Each connector 
features 1–1/2"-11.5 NPS threaded fittings and a 2.2" O.D. low carbon steel body, 
secured with three M5 set screws equally spaced at 120° on each end. The ACC109 
is finished in black fused epoxy; the ACC109-W is finished in white fused epoxy for 
installations where a lighter finish is preferred. Note: For TV mount installations 
where equipment exceeds 50lb and the extension exceeds 12', a Stress Decoupler 
(DCT100 or DCS200) must be used in combination with EXT extension columns.

–	 Joins two Peerless-AV® EXT series 
extension columns for a total drop of 
up to 20' (6,096mm)

–	 1–1/2"-11.5 NPS (38mm) threaded 
fittings on both ends for secure 
column attachment

–	 2.2" O.D. low carbon steel 
construction

–	 Secured by three M5 x 0.8 set screws 
per side, equally spaced at 120°

–	 1,200lb maximum load capacity

–	 UL Listed for safety assurance

–	 Indoor use only

–	 For TV mount installations over 50lb 
where extension exceeds 12', a Stress 
Decoupler (DCT100 or DCS200) must 
be used

 
This product is intended for use with UL 
Listed products and must be installed by a 
qualified professional installer 

FOR 1–1/2" SCHEDULE 40 EXT EXTENSION COLUMNS

ACC109(-W)

Please visit peerless-av.com/en-us/patents for patent information.

Max Load
1,200lb
(544kg)



The Extension Column Connector for 1–1/2" Schedule 40 EXT Extension Columns shall be a Peerless-AV® model ACC109 or ACC109-W and shall be located where 
indicated on the plans. The extension column connector shall be constructed of 1-1/2"-11.5 NPS threaded 2.2" O.D. low carbon steel tubing and finished in black fused 
epoxy (ACC109) or white fused epoxy (ACC109-W). Assembly and installation shall be done according to the instructions provided by the manufacturer.

LIT-2060

PACKAGE SIZE 
(W x H x D)

PACKAGE 
SHIP WEIGHT PACKAGE UPC CODE PACKAGE CONTENTS UNITS 

IN PACKAGE

ACC109(-W) 3.0" x 3.0" x 7.0" 
(76 x 76 x 178mm) 1.1lb (0.5kg)

ACC109: 735029202844
ACC109-W: 735029363385

Extension Column Connector, 
Set Screws, Installation 

Instructions
1

Package Specifications

Architect Specifications

Compatible with:

Product Specifications

Model Numbers WARRANTY:   Limited 5-year

All dimensions = inch (mm)

	 ACC109(-W)	 Extension Column Connectors for 1–1/2" Schedule 40 EXT Extension Columns

DIMENSIONS (W x H X D) PRODUCT WEIGHT LOAD CAPACITY FINISH AVAILABLE COLORS

ACC109(-W) 2.20" x 2.00" x 2.20" 
(56 x 51 x 56mm) 0.7lb (0.3kg) 1,200lb (544kg) Fused Epoxy ACC109: Black

ACC109-W: White
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Visit peerless-av.com to see 
the complete line of AV solutions 
from Peerless-AV, including outdoor 
displays, kiosks, display mounts, 
projector mounts, carts/stands, 
and a full assortment of accessories.

	 EXT models:	 Fixed Length EXT Series 1–1/2" Sch. 40 Extension Columns
	 	
	


